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PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R1

PROPOSED LIMITS OF

DISTURBANCE

LIMITS OF

CLEARING (TYP.)

FR-240

VEPCO RD

HATCH LEGEND

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-06 FOR

"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO

ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &

ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN

ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION

COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD

MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS

SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO

IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO

PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE

COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT

CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE

AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE

REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS

AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS

INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT

PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED

ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO

ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

RESTORATION PLAN

SEE INSTALLATION PLAN EROSION

AND SEDIMENT CONTROL FOR

STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM

INSTALLATION PLAN.

CONTROL MEASURES SHALL

BE REMOVED ONCE SITE IS

STABILIZED AFTER

RESTORATION (TYP.)

VEHICLE

TURN-AROUND

DOM 16

CRANE PAD RESTORATION FOR

PERMANENT STABILIZATION.

FILL MATERIAL TO BE INSTALLED

PER DOMINION ENERGY

STANDARDS & SPECIFICATIONS.

PULLER PAD RESTORATION FOR

PERMANENT STABILIZATION.

FILL MATERIAL TO BE INSTALLED

PER DOMINION ENERGY

STANDARDS & SPECIFICATIONS.

PROPOSED

STR. #163

TEMPORARY & PERMANENT SEEDING,

SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT

PER MITIGATION MEASURES IN EA

EXISTING

ROAD (TYP.)
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NARROW ROAD SURFACE TO 8' BY

DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER

SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

EARTHWORK NOTES

1. EXCESS MATERIALS SHALL BE STORED IN TEMORARY STOCKPILE AREAS AS SHOWN

ON ROAD PLANS FOR CE47.

2. WHERE ADDITIONAL FILL MATERIAL IS REQUIRED, SUITABLE EXCESS MATERIALS

FROM INSTALLATION AND RESTORATION OF OTHER ROADS WITHIN THE GWNF MAY

BE USED.

3. OVERALL EARTHWORK BALANCES FOR CE47 WILL BE PROVIDED IN SUMMARY

TABLE.
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Dewberry Engineers Inc.
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PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R2

PROPOSED LIMITS

OF DISTURBANCE

LIMITS OF

CLEARING (TYP.)

FR-240

VEPCO RD

HATCH LEGEND

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-07 FOR

"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO

ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &

ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN

ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION

COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD

MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS

SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO

IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO

PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE

COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT

CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE

AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE

REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS

AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS

INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT

PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED

ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO

ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

RESTORATION PLAN

SEE INSTALLATION PLAN EROSION

AND SEDIMENT CONTROL FOR

STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM

INSTALLATION PLAN.

CONTROL MEASURES SHALL

BE REMOVED ONCE SITE IS

STABILIZED AFTER

RESTORATION (TYP.)

CRANE PAD RESTORATION FOR

PERMANENT STABILIZATION.

FILL MATERIAL TO BE INSTALLED

PER DOMINION ENERGY

STANDARDS & SPECIFICATIONS.

PROPOSED

STR. #164
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TEMPORARY & PERMANENT SEEDING,

SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT

PER MITIGATION MEASURES IN EA

EXISTING

ROAD (TYP.)

VEHICLE

TURNAROUND

EARTHWORK NOTES

1. EXCESS MATERIALS SHALL BE STORED IN TEMORARY STOCKPILE AREAS AS SHOWN

ON ROAD PLANS FOR CE47.

2. WHERE ADDITIONAL FILL MATERIAL IS REQUIRED, SUITABLE EXCESS MATERIALS

FROM INSTALLATION AND RESTORATION OF OTHER ROADS WITHIN THE GWNF MAY

BE USED.

3. OVERALL EARTHWORK BALANCES FOR CE47 WILL BE PROVIDED IN SUMMARY

TABLE.
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PROJECT NO.

Dewberry Engineers Inc.
4805 LAKE BROOK DRIVE
SUITE 200
GLEN ALLEN, VA  23060
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PRELIMINARY
NOT FOR CONSTRUCTION

DOM17-R3

FR-240

VEPCO RD

RESTORATION PLAN

SEE INSTALLATION PLAN EROSION

AND SEDIMENT CONTROL FOR

STABILIZATION MEASURES

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,

SEE DOMINION SPEC TE VEP 8000-13-00

SUPER SILT FENCE TO

REMAIN FROM INSTALLATION

PLAN. CONTROL MEASURES

SHALL BE REMOVED ONCE

SITE IS STABILIZED AFTER

RESTORATION (TYP.)

REVEGETATE AND DECOMPACT

PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET DOM17-01

FOR "INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO

ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &

ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN

ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION

COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD

MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS

SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO

IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO

PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE

COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT

CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE

AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE

REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS

AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS

INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT

PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED

ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO

ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

NARROW ROAD SURFACE TO 8' BY

DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER

SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

LIMITS OF

DISTURBANCE (TYP.)

DOM 17

LIMITS OF

CLEARING (TYP.)

EXISTING

ROAD (TYP.)

DELINEATED

STREAM

EARTHWORK NOTES

1. EXCESS MATERIALS SHALL BE STORED IN TEMORARY STOCKPILE AREAS AS SHOWN

ON ROAD PLANS FOR CE47.

2. WHERE ADDITIONAL FILL MATERIAL IS REQUIRED, SUITABLE EXCESS MATERIALS

FROM INSTALLATION AND RESTORATION OF OTHER ROADS WITHIN THE GWNF MAY

BE USED.

3. OVERALL EARTHWORK BALANCES FOR CE47 WILL BE PROVIDED IN SUMMARY

TABLE.

36" CMP

UNDERDRAIN AND

RIPRAP APRON TO

REMAIN
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DRAWN BY

DATE

PROJECT NO.

Dewberry Engineers Inc.
4805 LAKE BROOK DRIVE
SUITE 200
GLEN ALLEN, VA  23060
804.290.7957 (PHONE)
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PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R4

FR-240

VEPCO RD

RESTORATION PLAN

SEE INSTALLATION PLAN EROSION

AND SEDIMENT CONTROL FOR

STABILIZATION MEASURES

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,

SEE DOMINION SPEC TE VEP 8000-13-00

SILT FENCE TO REMAIN FROM

INSTALLATION PLAN.

CONTROL MEASURES SHALL

BE REMOVED ONCE SITE IS

STABILIZED AFTER

RESTORATION (TYP.)

REVEGETATE AND DECOMPACT

PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-20 FOR

"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO

ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &

ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN

ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION

COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD

MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS

SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO

IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO

PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE

COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT

CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE

AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE

REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS

AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS

INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT

PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED

ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO

ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

LIMITS OF

DISTURBANCE (TYP.)

LIMITS OF

CLEARING (TYP.)

CRANE PAD RESTORATION FOR

PERMANENT STABILIZATION.

FILL MATERIAL TO BE INSTALLED

PER DOMINION ENERGY

STANDARDS & SPECIFICATIONS.

PROPOSED

STR. #169

160' TRANSMISSION LINE

RIGHT OF WAY (TYP.)

EXISTING

ROAD (TYP.)

EARTHWORK NOTES

1. EXCESS MATERIALS SHALL BE STORED IN TEMORARY STOCKPILE AREAS AS SHOWN

ON ROAD PLANS FOR CE47.

2. WHERE ADDITIONAL FILL MATERIAL IS REQUIRED, SUITABLE EXCESS MATERIALS

FROM INSTALLATION AND RESTORATION OF OTHER ROADS WITHIN THE GWNF MAY

BE USED.

3. OVERALL EARTHWORK BALANCES FOR CE47 WILL BE PROVIDED IN SUMMARY

TABLE.
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Dewberry Engineers Inc.
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PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R5

FR-240

VEPCO RD

RESTORATION PLAN

SEE INSTALLATION PLAN EROSION

AND SEDIMENT CONTROL FOR

STABILIZATION MEASURES

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,

SEE DOMINION SPEC TE VEP 8000-13-00

SILT FENCE TO REMAIN FROM

INSTALLATION PLAN.

CONTROL MEASURES SHALL

BE REMOVED ONCE SITE IS

STABILIZED AFTER

RESTORATION (TYP.)

REVEGETATE AND DECOMPACT

PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-26 FOR

"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO

ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &

ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN

ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION

COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD

MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS

SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO

IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO

PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE

COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT

CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE

AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE

REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS

AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS

INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT

PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED

ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO

ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

AFTER RESTORATION GRADING,

RESTORE ROADWAY TO ORIGINAL

WIDTH. EXCESS MATERIALS SHALL

BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

LIMITS OF

CLEARING (TYP.)

LIMITS OF

DISTURBANCE (TYP.)

46-(A)-L1

RITCHIE RICHARD ALLEN

999-(1)-L100

US NATIONAL FOREST

PROPERTY

LINE

EARTHWORK NOTES

1. EXCESS MATERIALS SHALL BE STORED IN TEMORARY STOCKPILE AREAS AS SHOWN

ON ROAD PLANS FOR CE47.

2. WHERE ADDITIONAL FILL MATERIAL IS REQUIRED, SUITABLE EXCESS MATERIALS

FROM INSTALLATION AND RESTORATION OF OTHER ROADS WITHIN THE GWNF MAY

BE USED.

3. OVERALL EARTHWORK BALANCES FOR CE47 WILL BE PROVIDED IN SUMMARY

TABLE.
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804.290.7957 (PHONE)
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PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R6

FR-240

VEPCO RD

RESTORATION PLAN

SEE INSTALLATION PLAN EROSION

AND SEDIMENT CONTROL FOR

STABILIZATION MEASURES

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,

SEE DOMINION SPEC TE VEP 8000-13-00

SILT FENCE TO REMAIN FROM

INSTALLATION PLAN.

CONTROL MEASURES SHALL

BE REMOVED ONCE SITE IS

STABILIZED AFTER

RESTORATION (TYP.)

REVEGETATE AND DECOMPACT

PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-29 FOR

"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO

ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &

ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN

ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION

COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD

MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS

SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO

IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO

PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE

COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT

CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE

AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE

REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS

AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS

INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT

PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED

ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO

ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

LIMITS OF

DISTURBANCE (TYP.)

VEHICLE

TURN-AROUND

LIMITS OF

CLEARING (TYP.)

CRANE PAD RESTORATION FOR

PERMANENT STABILIZATION.

FILL MATERIAL TO BE INSTALLED

PER DOMINION ENERGY

STANDARDS & SPECIFICATIONS.

PROPOSED

STR. #171
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SILT FENCE AROUND

PAD TO BE REMOVED

TO ALLOW FOR CRANE

PAD RESTORATION.

EARTHWORK NOTES

1. EXCESS MATERIALS SHALL BE STORED IN TEMORARY STOCKPILE AREAS AS SHOWN

ON ROAD PLANS FOR CE47.

2. WHERE ADDITIONAL FILL MATERIAL IS REQUIRED, SUITABLE EXCESS MATERIALS

FROM INSTALLATION AND RESTORATION OF OTHER ROADS WITHIN THE GWNF MAY

BE USED.

3. OVERAL EARTHWORK BALANCES FOR CE47 WILL BE PROVIDED IN SUMMARY TABLE.
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PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R7

M
ATC

H
LIN

E

FR
240-R

8

SEE SHEET DOM23-R1 FOR
RESTORATION PLAN

FR-240
VEPCO ROAD

MATCHLINE

DOM23-R1

RESTORATION PLAN

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-32 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGITATING OUTER
SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBES, PER MITIGATION
MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS
SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

CE47A & CE47B
INTERSECTION ROAD

WIDENING RESTORATION

REMOVE BROAD
BASED RAINAGE
DIP APRON
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PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R8

M
ATC

H
LIN
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FR
240-R

7

160' TRANSMISSION LINE

RIGHT OF WAY (TYP.)

M
ATC

H
LIN

E
FR

240-R
9

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-33 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD SEE INSTALLATION PLAN EROSION

AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

SEE SHEET DOM23-R1 FOR
RESTORATION PLAN

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGITATING OUTER
SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBES, PER MITIGATION
MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS
SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

RESTORATION PLAN
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PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R9

MATC
HLIN

E

FR
24

0-R
8

MATCHLINE
FR240-R10

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-34 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGITATING OUTER
SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBES, PER MITIGATION
MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS
SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

RESTORATION PLAN



2100

2110

2120

2130

2140

2150

2160

2170

2180

2190

2200

2210

2220

2230

1980

1990

2000

2010
2020

2030

2040
2050

2060
2070

2080

2090

2100

2110

2120

2120
2120

2130

2140

2140
2140

2140

Gauley Ridge Rd

FR-240
VEPCO ROAD

RESTORATION
PLAN

SHEET NO.

SEAL

SCALE

APPROVED BY

CHECKED BY

REVISIONS

TITLE

DRAWN BY

DATE

PROJECT NO.

Dewberry Engineers Inc.
4805 LAKE BROOK DRIVE
SUITE 200
GLEN ALLEN, VA  23060
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SEE SHEET DOM24-R1
FOR RESTORATION PLAN

160' TRANSMISSION LINE

RIGHT OF W
AY (T

YP.)

MATCHLINE

DOM24-R1

MINOR ROAD
DOM 24 A

MINOR ROAD
DOM 24 B

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-35 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)LIMITS OF

DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGITATING OUTER
SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBES, PER MITIGATION
MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS
SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

RESTORATION PLAN
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HATCH LEGEND TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-36 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

160' TRANSMISSION LINE

RIGHT OF WAY (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGITATING OUTER
SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBES, PER MITIGATION
MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS
SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

RESTORATION PLAN
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160' TRANSMISSION LINE

RIGHT OF WAY (TYP.)

HATCH LEGEND
TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-37 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGITATING OUTER
SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBES, PER MITIGATION
MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS
SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

DELINEATED
STREAM

SLATE LICK
BRANCH

RESTORATION PLAN
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HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-38 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

STOCKPILE STORAGE AREA
RESTORATION

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGITATING OUTER
SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBES, PER MITIGATION
MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS
SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

DELINEATED
WETLAND

DELINEATED
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SLATE LICK
BRANCH

RESTORATION PLAN
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HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-39 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR

STABILIZATION MEASURESSILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

ROAD WIDENING AREA
RESTORATION

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGITATING OUTER
SECTION OF ROADWAY WITH SEEDING,

SHRUBS, AND FORBES, PER MITIGATION
MEASURES IN ENVIRONMENTAL

ASSESSMENT (EA). EXCESS MATERIALS
SHALL BE DISPOSED OF IN APPROVED

OFF-SITE LOCATIONS.

TEMPORARY BRIDGE TO BE
REMOVED AND FORD RESTORED

TO EXISTING CONDITIONS.
PERIMETER ESC MEASURES TO
BE REMOVED ONLY AFTER SITE

IS STABILIZED.

RESTORATION PLAN

EXTEND RIPRAP APRON TO
NARROWED ROAD AT BROAD
BASED DRAINAGE DIP DELINEATED STREAM
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HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-40 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.

RESTORATION PLAN
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TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-41 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

EXISTING
ROAD (TYP.)

SEE SHEET DOM25-R2
FOR RESTORATION PLAN

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.

RESTORATION PLAN
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HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-42 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.

RESTORATION PLAN
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TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-43 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.

RESTORATION PLAN
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HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-44 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.

RESTORATION PLAN
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TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-45 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

EXISTING
ROAD (TYP.)

STORAGE/HELIPAD
RESTORATION

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.

RESTORATION PLAN
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TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-46 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.

RESTORATION PLAN



3100

31
10

31
20

31
30

31
40

31
50

31
50

3160

3170

31
80

3190

3200

32
10

32
20

3230

3240

3250

3260

3270

3280

3290

33
00

3310

33
20

5.05 AC2

FR-240
VEPCO ROAD

RESTORATION
PLAN

SHEET NO.

SEAL

SCALE

APPROVED BY

CHECKED BY

REVISIONS

TITLE

DRAWN BY

DATE

PROJECT NO.

Dewberry Engineers Inc.
4805 LAKE BROOK DRIVE
SUITE 200
GLEN ALLEN, VA  23060
804.290.7957 (PHONE)
804.290.7928 ( FAX)

TR
A

N
S

M
IS

S
IO

N
 L

IN
E

 R
E

B
U

IL
D

P
R

O
JE

C
T 

TL
 5

50
C

O
N

S
TR

U
C

TI
O

N
 D

O
C

U
M

E
N

TS
G

E
O

R
G

E
 W

A
S

H
IN

G
TO

N
 N

A
TI

O
N

A
L 

FO
R

E
S

T

W
E

S
T 

V
IR

G
IN

IA
 &

 V
IR

G
IN

IA

PRELIMINARY
NOT FOR CONSTRUCTION

FR240-R22

M
AT

C
H

LI
N

E
FR

24
0-

R
21

MATCHLINE

FR240-R23

HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-47 FOR
"INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.

CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS

STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.
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HATCH LEGEND

TEMPORARY & PERMANENT SEEDING,
SEE DOMINION SPEC TE VEP 8000-13-00

REVEGETATE AND DECOMPACT
PER MITIGATION MEASURES IN EA

RESTORATION PLAN NOTES

1. PLAN SHOWN HERE REPRESENTS "RESTORATION PLAN". SEE SHEET FR240-R48
FOR "INSTALLATION PLAN"

2. FOR SHENANDOAH CREST ZONE MITIGATION MEASURES, REFER TO
ENVIRONMENTAL ASSESSMENT (EA), DESIGN ELEMENTS AND THREATENED &
ENDANGERED SPECIES SECTIONS.

3. FIELD MODIFICATIONS WITHIN THE PERMITTED CONSTRUCTION LIMITS (AS SHOWN
ON THE PROJECT MAPS) MAY BE APPROVED BY THE CONSTRUCTION
COORDINATOR/CERTIFIED LAND DISTURBER AND NOTED ON THE DRAWING. FIELD
MODIFICATIONS THAT EXTEND OUTSIDE OF PERMITTED CONSTRUCTION LIMITS (AS
SHOWN ON THE PROJECT MAPS) REQUIRE APPROVAL BY THE GWNF PRIOR TO
IMPLEMENTATION.

4. CRANE PADS ARE TO BE STABILIZED AS SHOWN ON RESTORATION PLAN. DUE TO
PRESENCE OF ROCK, SITE CONTRACTOR AND ENVIRONMENTAL COMPLIANCE
COORDINATOR MAY USE GEOTECHNICAL DATA TO DETERMINE SOIL STABILITY AT
CRANE PADS AFTER INSTALLATION.

5. NARROWED ROAD WIDTH AS SHOWN ON RESTORATION PLAN IS BASED ON THE
AVERAGE EXISTING ROAD WIDTH DETERMINED BY LIDAR SURVEY.

6. IN ADDITION TO TEMPORARY AND PERMANENT SEEDING, JUTE MATTING MAY BE
REQUIRED TO ENSURE STABILIZATION.

7. REFER TO GEORGE WASHINGTON NATIONAL FOREST FORESTWIDE STANDARDS
AND EROSION AND SEDIMENT CONTROL STANDARD NOTES AND DETAILS
INCLUDED AT THE FRONT OF THE TL 550 PHASE 3 CONSTRUCTION DOCUMENT
PACKAGE.

8. EXISTING GRADES SHOWN ON CROSS SECTIONS AND PLAN & PROFILE ARE BASED
ON LIDAR DATA PROVIDED BY DOMINION ENERGY.

9. PROFILE SHOWS 8FT OFFSETS TO LEFT AND RIGHT OF CENTERLINE TO
ILLUSTRATE EXISTING GRADE ON EDGE OF ROADWAY WITH 16FT WIDTH.

FR-240
VEPCO RD

SEE INSTALLATION PLAN EROSION
AND SEDIMENT CONTROL FOR
STABILIZATION MEASURES

SILT FENCE TO REMAIN FROM
INSTALLATION PLAN.
CONTROL MEASURES SHALL
BE REMOVED ONCE SITE IS
STABILIZED AFTER
RESTORATION (TYP.)

LIMITS OF
DISTURBANCE (TYP.)

LIMITS OF
CLEARING (TYP.)

EXISTING
ROAD (TYP.)

NARROW ROAD SURFACE TO 8' BY
DECOMPACTING, REMOVING STONE

SURFACE, AND REVEGETATING OUTER
SECTION OF ROADWAY WITH SEEDING,
SHRUBS, AND FORBS, PER MITIGATION

MEASURES IN ENVIRONMENTAL
ASSESSMENT (EA). EXCESS MATERIALS

SHALL BE DISPOSED OF IN APPROVED
OFF-SITE LOCATIONS.

SEE RESTORATION PLAN SET FOR
DICTUM RD AND LONG RUN RD
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